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Quick Start Guide

Pole–mount bracket for LED illuminators

DW-ILPM1

WHAT’S IN THE BOX

1 x pole mount bracket

2 x pole clips

1 x quick setup guide

! 																		Quick	Start	
Guide	

INSTALLING	THE	MOUNTING	ACCESSORY	
Single	Pole	moun]ng	bracket	 compa]ble	with	all	DW	 Infra-Red	and	White-Light	 illuminators	 including	
DW-ILWM1,	DW-ILWM2	and	DW-ILWM3	moun]ng	brackets.	

Supplied	with	stainless	steel	straps	to	fit	7.5	to	20	cm	diameter	pole	

LED	ILLUMINATOR	INSTALLATION	WITH	POLE	MOUNT	BRACKET	

	

	 	 																	

	 	 		 													

															

																				

Place	the	bracket	against	the	pole	in	the	required	posi]on.	Thread	the	steel	straps	through	the	slots	
located	in	the	bracket	and	]ghten	around	the	pole	with	a	suitable	wrench.	
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A	single	illuminator	can	be	mounted	to	the	bracket	using	M6	nuts	and	bolts.	Ver]cal	adjustment	can	be	made	
via	the	two	hex	bolts	on	each	side	of	the	illuminator.	
Moun]ng	holes	are	also	provided	to	accept	single	(DW-ILWM1),	double	(DW-ILWM2)	and	triple	mou]ng	(DW-
ILWM3)	brackets.	
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Place the bracket against the pole in the required position. Thread the 
steel straps through the slots located in the bracket and tighten around 
the pole with a suitable wrench.

A single illuminator can be mounted to the bracket using M6 nuts 
and bolts. Vertical adjustment can be made using the two hex bolts 
on each side of the illuminator. Mounting holes are also provided 
to pair with single (DW-ILWM1), double (DW-ILWM2) and triple 
mounting (DW-ILWM3) brackets.

INSTALLING THE POLE MOUNT BRACKET

Single pole mount bracket is compatible with all DW® NightWatch™ 
illuminators including DW-ILWM1,  
DW-ILWM2 and DW-ILWM3 mount brackets.

The pole mount bracket comes with stainless steel straps to fit 2.95” to 
7.87” (7.5 to 20 cm) diameter poles.

LED ILLUMINATOR INSTALLATION WITH POLE MOUNT BRACKET
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